
P/N Gun Outlet / Pipe Inlet Weight 
  

15.0006.17 1/2" F Bsp - 1/2" M Bsp 170 gr - 6 oz 10 
 

Common Features 

Inlet 1/2" Bsp F 

Flow Rate 70 lt/min - 18,5 USGpm 

Max Pressure 25 bar - 2,5 MPa - 363 psi 

Max Temperature Fluid 50 °C - 120 °F 

Tube lenght 195 mm - 7,67 in. 

Tube Pvc 

Gun Type Universal Grey Trigger 

Technical Documentation 

WP - Gun for windshield liquid transfer - Technical Booklet 

CPXXX - Maintenance Booklet 

WP - Gun for windshield liquid transfer - Spare parts  

SPRAYING LANCES - Declaration of Conformità 

Description 

Item designed for windscreen liquid but apt for any type of liquid compatible with the gun material. Possibility to fit a digital flow 

meter between the gun outlet and hose inlet. Body made of reinforced PP, Pvc tube, pin, ball and spring made of stainless steel Aisi 

316 and seals made of FKM (Viton) 

 

https://www.chiericitito.it/en/documenti/technical-booklet/wp-gun-for-windshield-liquid-transfer-technical-booklet.html
https://www.chiericitito.it/en/documenti/maintenance-booklet/cpxxx-maintenance-booklet.html
https://www.chiericitito.it/en/documenti/spare-parts/wp-gun-for-windshield-liquid-transfer-spare-parts.html
https://www.chiericitito.it/en/documenti/declaration-of-conformita/spraying-lances-declaration-of-conformita.html
https://www.chiericitito.it/en/documenti/technical-booklet/wp-gun-for-windshield-liquid-transfer-technical-booklet.html
https://www.chiericitito.it/en/documenti/maintenance-booklet/cpxxx-maintenance-booklet.html
https://www.chiericitito.it/en/documenti/spare-parts/wp-gun-for-windshield-liquid-transfer-spare-parts.html
https://www.chiericitito.it/en/documenti/declaration-of-conformita/spraying-lances-declaration-of-conformita.html

