ART. 8424.350

AISI 304 and 316 stainless steel hose reels

Swivelling hose reel in stainless steel AISI 304, s.430,
for hot water, 400 bar, without hose. Inlet G 3/8 (f),

outlet G 1/2 (f)

FLUIDS
SECTORS

CERTIFICATIONS

Features

Pressure
Compatible fluids
Swivel joint

Seals
Characteristic
Material
Couplings

Hose

@ and hose length
Inlet

Outlet

Reel flow path
Internal drum width

RAASM SpA

ANTIFREEZE | WINDSHIELD FLUID | WATER | ADBLUE® | CLEANING DETERGENT

AGRICULTURE | CLEANING | BUILDING INDUSTRY AND ROAD CONSTRUCTION | RAILWAY TRANSPORT | CHEMICAL
INDUSTRY | MANUFACTURING INDUSTRY | MINING | SHIPPING AND OFFSHORE
ANTIFREEZE | WINDSHIELD FLUID | WATER | ADBLUE® | CLEANING DETERGENT

ATEX (ZONE 1) | ATEX (ZONE 21)

UM Value

bar 400
water max 130 °C
AISI 304 stainless steel
Teflon®
swivelling
AISI 304 stainless steel

g-m -

G 3/8" (f)

G 172" (f)

AISI 304 stainless steel
mm 97
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Overall dimensions
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